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BOOSTER SEAT

Usage

up to 36kg
9M-12Y

GROUP

I II III
9-36kg

WARNING:

www.evenflo.com

1801 Commerce Drive, Piqua, OH 45356
© 2017 Evenflo Company, Inc.

Read all instructions before using this child restraint.
Keep instructions for future use. If these instructions are not
followed, the safety of a child may be severely endangered.
©2017 Evenflo Company, Inc
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Checklist Before Use
Child Restraint with Harness (Child’s Weight: 9-18kg)

Make sure that any lap strap is worn low down, so that the child pelvis is
firmly engaged
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Booster Seat with Backrest (Child’s Weight: 15-36kg)

Weight between 15kg and 36kg

Booster Seat without Backrest (Child’s Weight: 22-36kg)
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Checklist Before Use
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CHILD RESTRANT WITH HARNESS
(Child’s Weight: 9-18kg)

ADJUSTING HEADREST
According to the child’s size adjust the headrest (5b).
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The child seat MUST be used with a 3-point vehicle seat belt when
used as a child restraint with harness.
1.Put the child restraint onto a forward-facing vehicle seat (4a).
2.Route the vehicle belt latch plate (4b,4c) from the front of the child
restraint towards the back through the slot of the front of the
backrest .
3.Pull the adult belt from the retractor, thread one end through
behind the arm rest, then insert the adult belt from the back slot;
another upper end of adult belt goes following the routing area,
and then pull it out of the back slot; then rout the belt over the
back to another side, and then pull the adult belt out of another
belt slot; make sure the upper piece of adult belt put pass through
the belt guide part, and the lower piece of adult belt go under
the arm rest, finally buckle, adjust the adult belt(4d).
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Adjusting headrest

CHILD RESTRANT WITH HARNESS
(Child’s Weight: 9-18kg)
4c

Please follow the
red woven label
t o install the
safety belt.
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4k
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BOOSTER SEAT WITH BACKREST

BOOSTER SEAT WITH BACKREST

(Child’s Weight: 15-36kg)

(Child’s Weight: 15-36kg)

The child seat MUST be used with a 3 point vehicle seat belt when
used as a booster. The harness will need to be removed.

5a

5b

5. Adjust the headrest to fit the child. so the vehicle belt passes over the
center of the child’s choulder. (5b)

To remove the backrest
One hand hold the seat base, and the other hand push the backrest strongly.
(5d)
1. Put the child seat on a forward-facing vehicle seat. (5a)
2. The headrest height can be adjusted by pulling out the adjustment button
and at the same time pushing the headrest up and down. Make sure the
headrest is locked into place. (5b)
3. Have the child sit on the booster seat so their back contacts the backrest
from shoulders to bottom. (5c)
4. Position the vehicle belt over the child. Make sure the vehicle lap belt
passes under both armrests of the booster seat, and the vehicle shoulder
belt passes under the armrest on the side where the seat belt is buckled
and through the upper belt guide.
Check that the vehicle belt is not twisted and then buckle it. (5c)
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Please follow the
red woven label
t o install the
safety belt.

5d

5c
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BOOSTER SEAT WITH BACKREST

BOOSTER SEAT WITHOUT BACKREST
(Child’s Weight: 22-36kg)
The child seat MUST be used with a 3-point vehicle seat belt when
used as a booster.

1. Remove the backrest from the seat.
2. Put the booster on a forward-facing vehicle seat.
3. Have child sit on booster seat so their back contacts vehicle seat from
shoulders to bottom.
4. Position vehilcle belt over child .Make sure the vehicle lap belt passes
underneath both armrests of the booster seat, and the vehile shoulder
belt passes under the armrest on the side where the seat belt is buckled
(6b). Check that the vehicle belt is not twisted and then buckle it.Contact
the child restraint manufacturer if in doubt about this point.
5. The vehicle belt passes over the center of the child’s shoulder (6b).
3b
6b

Please follow the red woven label
to install the safety belt.
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Height is less than 125cm.Do NOT use
Group III(22-36kg)Booster seat.
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0-125cm

16

REMOVING THE COVER

CARE AND MAINTENANCE

1. Remove the harness and harness buckle and detach the
backrest from the seat. Please refer to previous sections.
2. Remove the headrest cover. (7a,7b)
3. Remove the backrest cover. (7c)
4. Remove the cushion cover. (7d)
To install the cover, please reverse the above steps.
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7d
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